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MULCH TRAILERS

FEATURES

* Triple hydraulic motor drive

« Side discharge conveyor belt with
adjustable speed control

* Automatic load sensing

+ Mesh front screen and back gate for good
visibility

« Cast iron bearings where necessary for
long life

+ 35mm treated T&G pine floor for extra
durability

« Stainless steel threaded chain adjusters
+ 5 position axle for variable drawbar
loading and turning radius

OPTIONS

+ Side delivery conveyor belt extension
Side delivery thrower roller

* Broadcasting spinner attachment

+ Forage harvester with chute
Removable roof and cover

« Electronic scales

* Tandem axle
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Giltrap has recognised the need for a specialised

orchard machine to perform various tasks involving bulky
materials in the orchard environment. The Giltrap reputation

for product quality and efficiency has clearly continued in both the
construction and operation of this machine.

The standard trailer consists of a bathtub body with @ moving chain floor and
rotary beaters, powered hydraulically from the tractor remotes. The hydraulic
system incorporates an automatic control valve that provides load sensing on
the beaters to prevent jamming, and an independently adjustable floor speed
control to alter the discharge rate. The floor can be reversed for bulk rear
unloading if necessary.

The trailer has a permanent 700mm side discharge conveyer belt, with its
own speed adjustment function.

A removable roof is necessary if the trailer is to be towed behind a harvester
and used to collect grass, mulch or light prunings.

Dimensions for a 4 cubic metre capacity machine are;

Overall length 5.00m
Overall width to outside of wheels 1.80m
Overall height 1.60m
Maximum bin width 1.50m

The single axle has 10/75x15.3 wheel assemblies with 6 stud hubs. The axle
assembly has multiple mounting positions on the chassis to change the
drawbar loading and turning radius to suit individual applications.

Small changes outside these specifications can usually be accommodated.
Contact Giltrap for further information.
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