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1 TECHNICAL DATA :

STADO3

Range (f.s.) :

0 - 19.999 Kg

Risolution :

1-2-5-10 Kg

Accurancy :

<+/-0,04 % f.s.

Working temperature:

-20/ 455 °C

Voltage of power supply:

9-18 Vd.c.
(allarm”LOW BATTERY” < 9,8 VD.C)).

Dimentions (mm) :

225 x75 x40

Weight (gr) :

about 1500

Case :

Protection IP65
Metal watertight protected by radio frequency noises

Display :

4 digit ¥z alphanumerical red LED diods 25,4 mm tall

Display visibility

10 - 15 meters

2 PERFORMANCE of the WEIGHING:

Total weighing

Partial weighing

Weighing checked by an acustical alarm
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3 CONNECTION SCHEME

STAD
Microcomputer

Box di connessione Porta
celle di carico RS 232

Allarme
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E

P.C. PRINTER

LOAD CELLS
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4 USE OPERATION BY HAND

4.1 Total weighing
= [iom)
R/ ]
1867 * On the display is visualized “-to-*“ for a moment

THE TOTAL WEIGHT IS DISPLAYED
(This mode is automatically selected after the switching on and can be recalled at any time).

Partial weighing

(i
0

PARTIAL WEIGHING STARTING FROM 0 Kg

In this mode is it possible to program an acoustical alarm; it becomes intermittent when the weight is
near to the programmed alarm value (pre-alarm) and continuous after (alarm). The pre-alarm value and
the activation time after reaching the programmed value can be programmed (refer chapter 8 of this
manual).

* On the display is visualized “-Pa-“ for a moment
* Four bright decimal points suggest the partial
weighing

4.3 Weighing checked by alarm
Out of programs, if pressed together the alarm setting menu is selected:

7 (=] [

120 * On the display is visualized “-Pa-“ for a moment
* Four bright decimal points suggest the partial
weighing

With the PLUS and MINUS keys, you program the desired value that will be used to check the partial
weighing (see the previous point about parial weighing)
The numerical value displayed is the programmed alarm value.

4.4 Charge of the power supply

= | AW | [ TomL |

N

12.3V Volts (d.c.)

In this mode is it possible to display the charge of the power supply.
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5 TARE SAVING

Keep pressed the PARTIAL and MINUS keys together for some seconds.

P (= | |

The message “-ta-* will appear to confirm the operation.
After the operation the displayed weight is O.
This operation must be performed without load.
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